
MOUNTING DETAIL PHOTOMETRICS
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Approx. Weight: 29 lbs.

EPA Rating: 1.1

Ballast
Catalog # Description Volts Type Lamp
METAL HALIDE
FLMH175MTMOG 175 watt MH Quad V CWA MH175/U
FLMH250MTMOG 250 watt MH Quad V CWA MH250/U
FLMH400MTMOG 400 watt MH Quad V CWA MH400/U
HIGH PRESSURE SODIUM
FLHPS250MTMOG 250 watt HPS Quad V CWA C250S50
FLHPS400MTMOG 400 watt HPS Quad V CWA C400S51

480V / Available Upon Request
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Ph.: 305-888-8849    • Fax: 305-883-0005    • email: edsunlighting@sprynet.com
     569 W 17 St., Hialeah, FL 33010-2412

   Description Finish Std. Pkg.

  Glare Shield for FL  Bronze 1

  Wireguard for FL    1

  Slipfitter for FL  Bronze 1

  Large Trunion for FL  Bronze 1

  Vandal Proof Shield Assembly for FL Bronze 1

ACCESSORIES (FIELD INSTALLED)

FEATURES
• Uses Standard Size Lamp
• Easy Access Wiring Compartment
• Pre-wired with Cord
• Die Cast Aluminum Housing
• Suitable for Ground Mounting
• Hinged Face Frame
• Lamp Included

FLOODLIGHT

175 to 400 watts MH | HPS |
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400W MH @ 25’ Mounting Height
and Aimed 45° below horizontal

Isofootcandles

1.18” .923” 1.18”

.366”

Edsun Lighting Fixture Mnfg.
Fluorescent & HID Manufacturer.

Committed to Quality !


