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Ballast
Catalog # Description Volts Type Lamp
 COMPACT FLUORESCENT
FSQ13UNV  13 w CF   120-277UN  CF4pin   F13TBX
FSQ26UNV  26 w CF   120-277UNV  CF4pin   F26TBX
FSQ42UNV  42 w CF   120-277UNV  CF4pin   F42TBX
 HIGH PRESSURE SODIUM
FS-35MED  35 watt HPS 120 V R-NPF C35S76/M
FS50MED  50 watt HPS 120 V R-NPF C50S68/M
FS70MED  70 watt HPS 120 V R-NPF C70S62/M
FS100MED  100 watt HPS 120 V R-NPF C100S54/M
FS150MED  150 watt HPS 120 V R-NPF C150S55/M

Above are sold with lamps. 

ORDERING INFORMATION

Listed for Wet Locations

Catalog # Description Finish Std. Pkg. See Pg.#

  FL Face Frame Assembly Bronze 1

  Glare Shield for FL Bronze 1

  Wireguard for FL — 1

ACCESSORIES (FIELD INSTALLED) DIMENSIONS

7.4465”

9.675”

8.0425”7.2045”

6.96”

2.555”

4.149”

5.7”

Approx. Weight: 10 lbs.

FEATURES
• Die Cast Aluminum Housing
• 1/2" Threaded Knuckle
• One Piece Aluminum Reflector
• Suitable for Ground Mounting
• Hinged Face Frame
• Tempered Glass Lens
• Lamp Included35 to 150 watts HPS | Fluorescent

PHOTOMETRICS
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100W MH @ 15’ Mounting Height
and Aimed 45° below horizontal

Isofootcandles

MOUNTING DETAIL

.78”

.66”

Fits 1/2” NPT

Fluorescent & HID Manufacturer

“FS”
Small Flood
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